
   
Handrail Stanchion
Custom Design Form

H1, height of post   

H2, to centre of hole

H3, to base

No. of balls needed

mm   

mm

mm

Flat Base

Side Palm

Raked Base

No Base

Flat Base

Side Palm

Raked Base

No Base

Solid Upright Size   32mm    38mm   45mm  

Tubular Upright Size   33.7mm   42.4mm   48.3mm 

Rail Size Required   33.7mm   42.4mm   48.3mm

0° Level with ground     

38° Staircase rake    

Custom angle             

Self Colour   
Galvanised    

Additional Comments

This form has been created to ensure that you 
get exactly what you want and will hopefully 
prevent any mistakes.
This form must be signed and emailed to 
sales@dciron.co.uk or faxed back to us on 
08000 488 578.
We cannot accept any responsibility for 
mistakes made on this form.

Company Name:
Contact Name:
Contact Number:

Signed:

Order Received By: [Office use only]

Stanchions Configuration Examples
Stanchions can be manufactured to suit a variety of installation options, with solid or tubular uprights, custom ball 
centres and tail length, with a choice of side palm, raked or flat base plates.   
Please visit www.dciron.co.uk to see our full range of standard size stanchions.

Please Select Stanchion Specification.     Finish Required     

Quantity and Position of Balls Required Ball Angle Required Type and Quantity of Posts

H1

H2M8 Grub 
Screws

H3

H1

H2M8 Grub 
Screws

H3

H1

H2M8 Grub 
Screws

H3

38º

38º

38º

RakedFlat Base Side Palm
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